	Helios 300 Portable Specifications

	Volume of Liquid Oxygen 
Typical
	0.38 liters/23 in³

	Weight of Liquid Oxygen at 22 psig (152 kPa) 

Saturation (typical)
	0.9 lbs/.41 kg

	Gaseous Oxygen Equivalent 

(at 1 atm. And 70°F)
	308 liters/10.9 ft³

	Height
	10.5in./26.7 cm

	Empty Weight
	2.7 lbs/1.2 kg

	Full Weight
	3.6 lbs/1.6 kg

	Economizer Pressure
	22 psig/152 kPa Nominal

(Acceptable Range 20.5-30.0 psig/141-159 kPa)

	Primary Relief Valve Pressure
	27 psig/186 kPa Nominal

(Acceptable Range 24.0-30.0 psig/166-207 kPa)

	Secondary Relief Valve Pressure
	80 psig/552 kPa Nominal

(Acceptable Range 75-85 psig/518-587 kPa)

	Normal Evaporation Rate

Typical

Maximum
	1.0 lbs/0.45 kg per day

1.5 lbs/0.68 kg per day

	Typical Fill Time

Warm Unit
	40 seconds

	Flow Settings

Continuous Mode

Demand Mode
	.12, .25, .5, .75

1, 1.5, 2. 2.5, 3, 3.5, 4

	Contents Indicator
	Mechanical, spring-based weight scale

	Environmental

Operating Temp.

Storage Temp.
	-20°C to 40°C

95% max. relative humidity 

-40°C to 70°C

90% max. relative humidity 




