                    PORTABLES


              STATIONARIES

	
	C-500
	C-550
	C-1000
	C-T
	
	C-21
	C-31
	C-41
	C-31LL

	Capacity
	
	
	
	
	
	
	
	
	

	LOX (pounds)
	1.6
	1.6
	3.1
	3.1
	
	49
	73
	98
	75

	Gaseous Equivalent (liters)
	542
	542
	1058
	1058
	
	16,750
	24,950
	33,500
	-

	Dimensions
	
	
	
	
	
	
	
	
	

	Weight, Filled (pounds)
	5.3
	5.5
	8.1
	8.7
	
	94
	124
	158
	132

	Weight, Empty (pounds)
	3.7
	3.9
	5.0
	5.6
	
	45
	51
	60
	57

	Height (inches)
	10.9
	10.9
	13.8
	14.5
	
	27.5
	33
	38.5
	40

	Diameter (inches)
	-
	-
	-
	-
	
	14.25
	14.25
	14.25
	14.25

	Operating Pressure (psig)
	22
	22
	22
	22
	
	19.5
	19.5
	19.5
	22

	Typical Fill Time ,Warm (minutes)
	1.1
	1.1
	1.1
	1.1
	
	*
	*
	*
	*

	Normal Evaporation Rate, NER (lb/day)
	
	
	
	
	
	
	
	
	

	Typical
	1.2
	1.2
	1.3
	1.3
	
	1.9
	1.9
	1.9
	0.65

	Maximum
	1.8
	1.8
	1.5
	1.5
	
	2.1
	2.2
	2.2
	0.85

	Typical Use Time at 2lpm (hours)
	
	
	
	
	
	
	
	
	

	Continuous Flow
	4.6
	4.6
	8.5
	8.5
	
	140
	208
	280
	-

	Demand Mode (1-6lpm)
	-
	8.5
	-
	-
	
	-
	-
	-
	-

	Standard Flow Controller Range (lpm)
	.25-6
	.25-6
	.25-6
	.5-15
	
	.25-6
	.25-6
	.25-6
	-


* Stationary fill times vary with the saturation and operating pressures of the source vessel. Contact technical service for more information

